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Figure 7: Cumulative whole-life carbon emissions of demolition & new construction vs. retrofit in Vancouver, high-rise office

Figure 8: Cumulative whole-life carbon emissions of demolition & new construction vs. retrofit in Edmonton, high-rise office.
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The most significant difference between the Vancouver 
and Edmonton offices were the embodied carbon 
emissions associated with the concrete mixes for floor 
construction and exterior wall assembly for the mid-rise 
office buildings. The product stage A1-A3 embodied 
carbon emissions for the provincial industry average 
concrete EPD selected for floor slab construction is  
32% higher for Alberta than British Columbia. While the 
Edmonton mid-rise office exterior curtain wall assembly 
was adapted from the Toronto reference building, the 
Vancouver mid-rise exterior wall was based on actual 
mid-rise office building data received from Perkins + Will 
[43]. See Appendix B for the full assembly description. 
The embodied carbon emissions of the glass fiber 
reinforced concrete cladding wall assembly and double-
glazed windows modelled for Vancouver was 74 kg 
CO2e/m2, which is a 47% reduction from the Edmonton 
exterior curtain wall assembly of 138 kg CO2e/m2. 

The carbon intensity of British Columbia’s electricity grid 
is also significantly lower than Alberta’s. This contributed 
to lower embodied carbon emissions for all LCAs, as 
generic material data selected in One Click LCA was 
localized to the provincial electricity grid, which has 
manufacturing impacts.  

Despite these variations, embodied carbon emissions 
distribution across life-cycle stages, building elements 
and material types were similar across the three cities. 
As such, only results generated for Toronto are 
presented. Figure 9 and Figure 10 show the embodied 
carbon emissions breakdown by life- cycle stage for 
mid-rise and high-rise office buildings, respectively. 
Figure 11 and Figure 12 show the embodied carbon 
emissions breakdown by building element and material 
for mid-rise and high-rise office buildings, respectively. 

There was a significant reduction in the overall 
embodied carbon emissions26 in the retrofit scenario 
compared to demolition and new construction. The 

reduction for the mid-rise office building in Toronto was 
49% (Figure 9) and 31% for the high-rise office building 
(Figure 10). 

The benefits and loads beyond the system boundary 
(life-cycle stage D) are shown separately in Figure 9 and 
Figure 10. Stage D represents the emissions and benefits 
from material and energy recovered at the end of the 
building’s life.27 These emissions are equivalent at the 
end of a 60-year building life for both retrofit and 
demolition and new construction. Small but negligible 
differences in upfront module D emissions were found 
for both the mid-rise and high-rise offices. This was due 
to the variations in Stage D impacts of the materials that 
are not demolished and replaced in the retrofit scenario, 
for example, the structure.

The most significant embodied carbon emissions 
reduction was found in the product stage (A1-A3). 
Figure 11 and Figure 12 show that this reduction was 
mainly because of the emissions avoided by reusing 
the concrete foundations and structure, rather than 
demolishing and using new materials to build a  
new building. 

The mechanical systems constituted a significant 
portion of the embodied carbon emissions. For the 
mid-rise office building, the mechanical systems 
represented 15% of total embodied carbon emissions in 
the demolition and new construction scenario and 30% 
in the retrofit scenario (Figure 11). For the high-rise 
office building, the mechanical systems represented 
24% of total embodied carbon emissions in the 
demolition and new construction scenario and 34% in 
the retrofit scenario (Figure 12). The embodied carbon 
emissions of mechanical systems were significant 
because they have high quantities of metal, with 
assumed lifespans of 22 to 25 years [20], which means 
they are expected to be replaced twice during the 
60-year life of the building.

26	 Excluding the benefits and loads beyond the system boundary (life-cycle stage D) 
27	 This study used the default assumptions used in the One Click LCA tool for the Stage D impacts. These assumptions are generic and not based on regional waste 

diversion practices. Examples of the key assumptions from the tool include recycling concrete to use as aggregate; partial recycling of steel, aluminum, glass, and 
gypsum; incinerating plastics, membranes and carpet; landfilling or incinerating insulation; and recycling 90% of metal in the MEP systems.
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Figure 11: Embodied carbon emissions by building elements and material types, demolition & new construction (D & NC) vs. 
retrofit, Toronto, mid-rise office building. Total emissions for D & NC = 875 kg CO2e/m2. Total emissions for Retrofit = 444 kg 
CO2e/m2.
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Figure 12: Embodied carbon emissions by building elements and material types, demolition & new construction (D & NC) 
vs. retrofit, Toronto, high-rise office building. Total emissions for D & NC = 548 kg CO2e/m2. Total emissions for Retrofit = 
381 kg CO2e/m2.
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4.1.3 Sensitivity Analysis
4.1.3.1 Wood Elements in the New Building 
Scenario

Two sensitivity analyses were conducted on the 
Toronto mid-rise office building. The first analysis 
assumed a new building with a mass-timber structure 
and wood-stud interior partitions. This analysis aimed 
to assess the embodied carbon emissions reduction of 
retrofit compared to a low-embodied-carbon new-
building alternative.

The demolition and new construction mass-timber 
office building produced 31% lower embodied carbon 
emissions, compared to the demolition and new 
construction reference building with a concrete 

structure and steel studs (Figure 13). Overall, the retrofit 
scenario had the lowest embodied carbon emissions 
among all scenarios and, notably, a 26% reduction from 
the demolition and new construction mass-timber 
scenario. This demonstrates retrofit can be favourable, 
even compared to a new building with a mass-timber 
structure.  

The biogenic carbon stored in wood elements were 
also calculated using One Click LCA28. Biogenic carbon 
is the carbon sequestered in organic matter and 
released at the end of its life due to decomposition  
or combustion [44]. The NRC National Guidelines for 
Whole-building Life Cycle Assessment advises that 
biogenic carbon be included in stage A of wbLCA 
reporting. However, the release of biogenic carbon at 

28	 One Click LCA calculates biogenic carbon using two methods. The first method uses the biogenic carbon value provided in the building material EPD. The second 
method is used when the biogenic carbon of the building material is not provided by the data source and is, instead, estimated in One Click LCA in alignment with 
EN 16449:2014 [44]. 
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the end of building life should also be accounted for  
in stage C [13]. Since the One Click LCA tool does not 
account for the release of biogenic carbon, it is not 
included in the embodied carbon emissions reported  
in this study. It is instead shown separately in Figure 13. 

Product-stage embodied carbon, known as upfront 
embodied carbon (A1-A5), was 44% lower in the retrofit 
than in the mass-timber new construction. However, 
when biogenic carbon was subtracted from the life-
cycle modules A1-A5 in the mass-timber new build, 
retrofit upfront embodied carbon emissions were only 
0.7% lower. This means if biogenic carbon impacts are 
accounted for in a mass-timber structure, the whole-
life carbon emissions of retrofit and rebuilding can be 
comparable. Further analysis using different methods 
of calculating biogenic carbon is warranted. given there 
is currently no consensus on the method for calculating 
biogenic carbon. 

4.1.3.2 Element-level Circularity Measures in  
the Retrofit Scenario

The second sensitivity analysis looked at the potential 
benefits of embodied-carbon-emission reductions 
implementing element- and material-level circularity 
strategies, alongside retrofit. 

Figure 14 shows the cascading embodied carbon-
emission reductions from the three strategies 
implemented. These included:

	• Partial salvaging and reuse of envelope components 
(30% of aluminium frame and glazing)

	• Using higher-recycled-content materials (interior 
gypsum board, XPS insulation in the roof assembly, 
and carpet) 

	• Reducing MEP material use (20% reduction of 
electricity, heat and ventilation distribution systems) 

Figure 13: Toronto mid-rise embodied carbon emissions, retrofit vs demolition & new construction with a mass-timber structure.
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Figure 14: Opportunities for reducing embodied carbon emissions in a retrofit, Toronto, mid-rise office building    
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The assumptions for this analysis are discussed in 
Section 2.2.4. These strategies resulted in combined 
reduction of approximately 18% in embodied carbon 
emissions from the retrofit scenario.

4.2 Limitations
Several limitations and assumptions in scope, methods, 
data sources and LCA tools are noted for this case study, 
and should be considered when interpreting the results. 

4.2.1 Data from Reference Buildings
Data from comparable reference buildings in the three 
cities of focus were unavailable. Therefore, reference 
buildings in Toronto were modified to model reference 
buildings in Vancouver and Edmonton. Efforts were 
made to make these modifications representative of 
present-day buildings in each city using various data 
sources. The results could have differed significantly 
if complete data from actual building projects in 

Vancouver and Edmonton were used. This modelling 
approach has the benefit of a mostly consistent 
building design between geographical regions,  
with only minimal changes where required. 

The mid-rise reference building in Toronto is currently 
under construction, whereas the high-rise office was 
built in the 1980s. As such, the design and material 
selection in the two buildings correspond to standard 
practices and data sources from different times. 
Environmental factors, such as the soil condition and 
depth influencing the foundation also likely affected 
material quantities and types used for each building. 
Moreover, due to this study’s time and resource limits, 
new bill-of-materials could not be generated from the 
reference buildings.29 Therefore, material quantity data 
from previously conducted LCAs were used. 

The LCAs used for the Toronto mid-rise and high-rise 
office buildings were conducted at different times 
(2022 and 2018, respectively) and each reference 

29	 The bill of materials for the Toronto mid-rise reference building was compiled from structural takeoffs completed by the project team and manual in-house quantity 
takeoffs from the project drawings. Manual quantity takeoffs from the hand-drawn project drawings were used to compile the bill of materials for the Toronto high-
rise reference building.
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building LCA had a distinct goal and purpose. While 
the best available data sources for each project were 
used, some EPDs and other life-cycle inventory data 
within the LCA tool have expired since the time of the 
assessment or no longer apply [45]. As a result, the 
building materials selected for this case study may vary 
from the materials selected for the existing reference 
building LCAs. Therefore, the results of this study 
should not be used to compare emissions between the 
mid-rise and high-rise offices. Despite these limitations, 
the results are reliable for this study’s purpose of 
assessing the relative carbon reduction of retrofit 
versus rebuild for each archetype. 

High-level assumptions were made where building data 
was out of scope for the original building LCAs and 
therefore unavailable for the Toronto reference buildings. 
These assumptions were made based on in-house or 
external data resources, including the One Click LCA 
Carbon Designer 3D tool. For instance, material type 
and quantity data on MEP systems, refrigerants, interior 
partitions and finishings were not included in the 
previous LCAs used as the basis of this study. Similarly, 
this study did not have access to actual energy 
modelling data from the reference buildings. It instead 
assumed both retrofit and new buildings met the 
minimum performance requirements for new buildings 
in each city to estimate operational carbon emissions. 

The two sensitivity analyses also required several 
assumptions. These included the feasibility and the 
extent to which existing elements can be salvaged and 
reused, and the material use reduction potential, both 
of which are not based on data from actual case 
studies. For the mass-timber new building alternative, 
the Carbon Designer 3D tool was used to estimate 
material quantities of the structural elements.

4.2.2 LCA Data and Tools
This study heavily relied on the assumptions and data 
availability in the One Click LCA tool. When regional 
and product-specific data is unavailable, the tool may 
exclude some impacts or rely on generic data and 
assumptions. For instance, the tool uses generic data 
for the end-of-life stage (stage C) and impacts beyond 

the building life (stage D), and does not have data on 
demolition and deconstruction emissions (Module C1). 

An alternative tool that could have been used for this 
study is the Carbon Avoided: Retrofit Estimator (CARE) 
tool. The recently released CARE tool is a free, web-
based carbon calculator that compares the embodied, 
operational and avoided carbon impacts of retrofitting 
versus building new [46]. The tool was not used 
because CARE currently only has data for the United 
States. In addition, the tool is best suited for early-stage 
building design.

4.2.3 Retrofit and Rebuilding Scenarios
Since data from actual retrofit and rebuilding of office 
buildings was unavailable, a like-for-like replacement of 
buildings and building elements was assumed for the 
two scenarios. In reality, it is unlikely that a new building 
would be identical to the demolished one. Similarly, the 
replaced elements in a retrofitted building would most 
likely not be the same as those in the existing building. 
This is because the needs, requirements and common 
practices have changed since many existing buildings 
were built.

Additionally, replacing different systems and elements 
is unlikely to happen all at once in real-world retrofits. 
Instead, replacing each system is typically aligned with 
the building-specific infrastructure and equipment 
renewal cycles [6]. 

Moreover, in some retrofit case studies, there have 
been additions or removals of floor space or changes  
in building function to respond to the changing needs 
of the users.

This study assumed the same 60-year lifetime for 
retrofit and new building scenarios. Yet in reality, the 
lifetime of a retrofitted building may be shorter than  
a new building [29]. Nevertheless, since building 
structures are typically expected to last more than 100 
years [6], many retrofitted buildings will likely survive 
past 2050, supporting the case that retrofitting existing 
buildings can be key in achieving Canada’s climate 
targets, and leading to less whole-life emissions than 
demolition and rebuild.
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The embodied-carbon assessment in this study 
included the structural, envelope, interior partitions, 
finishes and MEP systems. The results showed 
mechanical systems could represent a significant 
portion of the total embodied carbon emissions in 
retrofit projects. For example, in the mid-rise and 
high-rise offices in Toronto, mechanical systems 
represented about 30% of the embodied carbon 
emissions. This is largely because of the high quantities  
of metal in mechanical systems, and the regular 
replacement cycles of them during a building's life. 
Reducing embodied carbon emissions of mechanical 
systems should be prioritized to further decrease the 
embodied carbon emissions associated with retrofits.

The study showed that implementing element and 
material-level circularity practices, such as salvaging 
and reusing elements, using high-recycled-content 
materials and reducing the quantity of material used 
can all further reduce the embodied carbon emissions 
of retrofit buildings. A hypothetical implementation  
of these measures reduced the embodied carbon 
emissions of the case study mid-rise office building  
in Toronto by about 18%.

The retrofit scenario still showed lower embodied 
carbon emissions than a modelled new building with a 
mass-timber structure and wood-stud partitions (about 
25% less in the mid-rise office building in Toronto). 
However, if the biogenic carbon is accounted for, the 
upfront embodied carbon benefits of retrofit compared 
to the mass-timber new building are comparable. 
Further analysis using other methods of calculating 
biogenic carbon is needed, as there is no consensus  
on the method for calculating biogenic carbon in 
mass-timber structures.

This study assumed identical lifetimes for elements in 
retrofit and new buildings. While this assumption can 
result in overestimating the whole-life carbon benefits 
of retrofit, it did not impact the upfront reduction from 
retrofit. Since many buildings will survive until 2050, 
deep carbon retrofits of existing buildings can 
contribute to achieving Canada’s 2030 and 2050 
climate targets.

7 Summary of Recommendations
	• More LCA case studies need to be conducted to 
confidently expand the findings of this research to 
other regions and types of buildings. For example, 
asset owners and real estate companies with large 
building portfolios and access to internal data could 
conduct case studies on actual demolition and 
rebuild projects.

	• More standardized and product-specific data on 
element lifetimes, and the impacts at the end of the 
element’s lifetime and beyond its life (stages C and 
D), should be developed. The current version of ISO 
21930:2017 does not provide specific guidance nor 
mandate the inclusion of stages C and D in EPDs. 

	• More data on retrofitted building lifetimes are needed. 
Regional, statistical data on how long a building’s life 
can be extended after a deep retrofit can be used to 
inform wbLCA guidelines and assumptions for 
retrofitted building lifespans. A more representative 
period of time would allow for a better understanding 
of the impacts of retrofitting compared to rebuilding.

	• Given the lack of product and project-specific data, 
more guidance and proxy data for stages B, C and  
D assumptions in wbLCA are needed. Regional 
databases on building element, system and material 
lifetimes, replacement frequency, end-of-life scenarios 
and waste diversion practices need to be developed. 
The growing embodied carbon emissions reporting 
requirements should include these regional databases 
for the wbLCA assumptions, if product- and project-
specific data is missing.

	• wbLCAs should include interiors, MEP elements and 
refrigerants. Building certifications, policies and 
regulations are encouraged to require the inclusion 
of these elements in wbLCA, since they can all have 
significant whole-life carbon impacts, yet are often 
excluded or ignored.
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Appendix A – Literature Review – Case Studies Identified
A.1  List of Case Studies Identified 

Table A-1: List of the relevant LCA case studies of retrofit projects identified in the literature

Title Year Author Location Building type Building lifetime Methodology Results

Life cycle analysis of GHG 
emissions from the building 
retrofitting: The case of a 
Norwegian offi e building

2021 M. Rabani, 
H.B.Madessa, 
M.Ljungstrom, 
L.Aamodt,  
S.Løvvold,  
N.Nord

Norway Office building 60 years LCA analysis of two modelled builds mapped on a typical 
office building in Norway complying with TEK 87 Norwegian 
building regulation. The study compares a standard-
compliant building to the high standards of Passive House.

Operational carbon is comparable 
between scenarios that comply with the 
same standards. The embodied carbon 
emissions differ depending on material 
use. Retaining any part of the structure 
preserves some of the embodied carbon.

Cradle-to-grave life-cycle 
assessment within the built 
environment: Comparison 
between the retrofit and the 
complete reconstruction of 
an offi e building in Belgium

2018 A.F. Marique,  
B. Rossi

Belgium Office building  LCA is a great tool to analyze the retrofit and new 
construction of a building objectively. A tool updated for 
this study is used for an LCA of a public office building 
comparing a retrofit versus a demolition and rebuild. 

The greatest impact of carbon is from the 
operational use phase, followed by new 
construction and demolition. Retrofits 
have lower environmental indicators 
compared to new construction. 

Energy and environmental 
payback times for 
an NZEB retrofit

2019 F.Asdrubali, 
Ballarini, V.Corrado, 
L.Evangelisti, 
G.Grazieschi, 
C.Guattari 

Italy School building 50 years Evaluated energy use and carbon payback time of 
retrofit scenarios. Applied the LCA method to calculate 
environmental impact of the building during its lifetime. 

The carbon payback time for the 
cost-optimal case, in which the 
total building energy use is around 
70kWh/m2 a year, is 3.2 years.

Mechanical, electrical, 
plumbing and tenant 
improvements over the 
building lifetime: Estimating 
material quantities and 
embodied carbon for 
climate change mitigation

2020 B.X. Rodriguez,  
M. Huang,  
H.W. Lee,  
K. Simonen,  
J. Ditto

Pacific 
Northwest, 
USA and 
Canada

Office buildings 60 years This study aimed to establish a preliminary range of 
material quantities and embodied carbon impacts for 
mechanical, electrical and plumbing systems (MEP) and 
tenant improvements (TI) components, focusing on 
commercial office buildings. 
The study evaluated various HVAC systems such as air 
handing units(AHU),variable air volume(VAV), parallel fan 
terminals,water source heat pumps, variable refrigerant 
flow, energy recovery ventilators (ERV) and dedicated 
outdoor air systems. 

The embodied carbon emission estimates 
ranged from 40 to 75 kg CO2e/m2 for 
MEP, and 45 to 135 kg CO2e/m2 for TI. 
However, with recurring instalments 
during a lifespan of 60 years, the 
impacts become comparable to known 
impacts of core and shell systems.

Retrofitting a building to 
passive house level: A life 
cycle carbon balance

2020 C. Piccardo,  
A. Dodoo,  
L. Gustavsson

Sweden Residential 
building

This study analyzes the whole-life carbon emissions 
balance of a building retrofitted to passive house 
level, considering two alternative standards applicable 
in Sweden. This study considered various alternate 
materials in building elements like insulation, facades 
and windows, etc., and various electricity production 
sources like fossil fuels, wind and biomass.

They study observed that making 
thoughtful building material choices could 
result in a maximum 68% reduction of 
the net CO2e in the retrofitted compared 
to the building reference case. 
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Title Year Author Location Building type Building lifetime Methodology Results

Economic and environmental 
savings of structural 
building retrofits compared 
with demolition and 
reconstruction – A 
Portuguese benchmarking

2015 J. Ferreira,  
M. Duarte Pinheiro, 
J. de Brito

Portugal Historic 
residential 
building

The study takes two approaches: 1) A literature review of 
LCA studies of retrofits and new builds, and 2) An LCA 
and LCC31 study that compares a retrofitted seismically 
reinforced building to a hypothetical demolition 
and rebuilding, with the same design requirements 
using reinforced concrete and clay brick walls. 

The results of the study show that 
a structural retrofit is the more 
environmentally beneficial option. 
However, the difference is not very much, 
mainly because of the use of structural 
steel for seismic structural strength. In 
financial terms, a demolition and rebuild 
makes more economic sense. The study 
concluded that an integrated decision-
making process is best, and that the market 
needs to develop cost-effective solutions 
for retrofits that would save resources.

Assessing the carbon‐
saving value of retrofitting 
versus demolition and new 
construction at the United 
Nations headquarters

2016 Vidaris, Inc.,  
Syska Hennessy 
Group

US Commercial 
office building

70 years This study used energy modelling software DOE-2.2 to 
estimate annual energy use of the building, and LCA 
software ATHENA Environmental Impact Estimator 
(v5.1) to estimate the embodied carbon emissions. The 
study reviewed the relationship between operational 
and embodied energy/carbon in terms of a simple 
ratio of how many years it would take the operational 
improvement to payback the embodied carbon. This 
is similar to other studies, but is an oversimplification. 
The second analysis is in terms of "avoided impact" 
of renovation versus new construction. 

New construction would take 30 to 70 
years of operational improvements to 
payback the embodied carbon emissions 
involved. The core building has a life of 50 
to 100 years. The HVAC, glazing, lighting, 
IT and MEP typically have a life of 15 to 30 
years, which presents an opportunity to 
improve the buildings’ energy performance 
at the systems replacement point. The 
economic investment that would be 
needed to demolish and rebuild new can 
be redirected to extensive energy efficiency 
and renewable energy measures. 

Sustainability assessment 
of retrofit versus new 
construction by means of 
LCA and durability-based 
estimations of building 
lifespans: A new approach

2019 B. Palacios-Munoz,  
B. Peuportier,  
L. Gracia-Villa,  
B. López-Mesa

Spain Residential 
building

This study looks at retrofit versus demolition and new 
construction at two performance levels – the standard 
code and the low energy requirements of Passive House 
standard. Using the cohesive pattern of reinforced 
concrete, the study estimates the life of a building. 
Using those lifespans, the study runs LCA analysis 
according to the GWP indicator, based on 2007 IPCC 
v1.02 methodology, and using the Ecoinvent (v2.2) 
database on various lifespans to plot the performance 
of the building with embodied carbon emissions. 

The results show that the best solution may 
differ depending on the year of analysis. 
At a 50-year lifespan, the retrofit scenarios 
fair better than new construction, while at 
150 years, standard retrofit  and passive 
new buildings have equivalent impact. A 
similar pattern is seen in the GWP over a 
lifespan of 200 years. A nearly constant 
GWP is reached after a long time that is 
not in line with the commonly used LCA 
building lifespan. It is noted in the study 
that the building does not perform at a 
consistent level throughout its lifetime. A 
new building will have a longer lifespan 
and better performance for longer than 
a retrofitted building that is already at its 
mid-life. The demolition of buildings is often 
not because they have reached the end 
of their life or are in structural disrepair or 
corrosion. However, this study illustrates 
the longevity and durability of reinforced 
concrete structures and its physical 
potential. Considering this long lifespan 
has potential environmental benefits.

31	 Life Cycle Costing (LCC) is an assessment of the total financial cost of an asset over its lifetime, including initial capital, maintenance, operating cost and end-of-life value [73].
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Title Year Author Location Building type Building lifetime Methodology Results

Life cycle GHG assessment 
of a building restoration: 
Case study of a heritage 
industrial building in 
Toronto, Canada

2021 T. Opher,  
M. Duhamel,  
I.D. Posen,  
D.K. Panesar,  
R. Brugmann,  
A. Roy,  
R. Zizzo,  
L. Sequeira,  
A. Anvari,  
H.L. MacLean

Canada Heritage 
building

60 years Conducted an LCA to assess the embodied 
carbon emissions of renovating an existing 
building using the One Click LCA tool 

Installation of renewable energy 
systems contribute 31%, and the raised 
concrete floor contributes 26%, of the 
embodied carbon dioxide equivalent. 

Life cycle assessment of 
an offi e building based 
on site-specific data

2019 P. Ylmen,  
D. Penaloza, 
K. Mjornell

Sweden Office building 50 years The goal of this study was to calculate the emissions for 
a whole office building and investigate the contribution 
in terms of environmental impact for different parts of the 
building, as well as the impact from different stages of 
the life cycle, specifically the HVAC systems. The data for 
this study was collected directly from the contractors. 

Materials for installation have been a 
significant contributor to the building's 
carbon emissions. The results showed 
that 38 kgCO2e/m2 are emitted in 
production, and 100 kgCO2e/m2 are 
emitted in the operational phase. 

A life cycle approach 
to optimizing carbon 
footprint and costs of a 
residential building

2017 S.K. Pal,  
A. Takano,  
K. Alanne,  
K. Siren

Finland Residential 
building

This study proposes using an LCA optimization approach 
to find the carbon-cost solution that optimizes both 
operational and embodied carbon emissions.

The results showed that when optimized 
for carbon, the embodied carbon emissions 
were 39% of the whole-life carbon 
emissions. When the LCA was optimized 
for cost, the carbon emissions were 28% 
of the whole-life carbon emissions. 

Integrated life cycle 
assessment and 
thermodynamic simulation of 
a public building’s envelope 
renovation: Conventional 
vs. Passivhaus proposal

2018 J. Sierra-Pérez,  
B. Rodríguez-Soria,  
J. Boschmonart-Rives,  
X. Gabarrell

Spain Educational 
building

2 years The building is analyzed with two scenarios. The first 
is a conventional project for energy renovation, while 
the second is a low-energy building proposal (following 
the Passivhaus standard). This study analyzed the 
scenarios using an integrated life-cycle and thermal-
dynamic simulation assessment to compare the post-
renovation energy performance of the building.

The results from both scenarios were an 
increase in the embodied carbon emissions 
from the additional insulation. The energy 
renovation achieved high energy savings for 
both proposals – between 60% and 80%. 
The Passivhaus proposal is 30% better 
than the conventional one, considering 
the total lifespan of the building.

Life cycle assessment of 
an ambitious renovation 
of a Norwegian apartment 
building to NZEB standard

2018 B. Wrålsen,  
R. O’Born,  
C. Skaar

Norway Residential 
building

30 years Study of an apartment block from 1960s standards 
to nearly passive house standard with three 
different scenarios for the energy supply.

The results of this study show that despite 
the low carbon intensity of the Norwegian 
energy mix, there was a considerable 
environmental benefit to renovation. It is 
recommended that renovation of existing 
buildings continue as part of a successful 
climate mitigation strategy in Norway.

Life cycle assessment of 
UBC Biological Sciences 
Complex renewal project

2011 Athena Sustainable 
Materials Institute, 
Recollective 
Consulting

Canada Educational 
building

The study considers two scenarios. The first scenario 
is the renovation of the existing building. The second 
scenario is a hypothetical one whereby the building 
is demolished and a new building is constructed. 
Each footprint is then examined through an LCA 
using the Athena Impact Estimator for Buildings.

The results favoured renovation of the 
existing building over building new. The 
avoided impacts were 60% on average over 
a building-new scenario, and 30% over an 
average existing academic UBC building. 
The renovation scenario outperformed 
new construction. This holds true for the 
existing structure with a low cradle to gate 
impact amongst the 30 UBC academic 
buildings, including the four buildings 
constructed to LEED standards.  
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A.2 LCA Methods of the Two Selected Case Studies 

Table A-2: Case studies of whole-life carbon emission assessments of office building retrofits selected for an in-depth review

Report  
Section

Study Overview Study Scope Carbon emissions 
Modelling Tools Results

Region Year Objective Year No. of 
Floors

Modelled or 
Actual32

Building 
Elements

Life 
Cycle 
Stages33

Building 
lifetime

Operational 
Energy

Whole-life 
Carbon 
Emissions Tool

Retrofit Whole-life 
Carbon Emissions

3.1.1 Norway 2021 Comparing 
whole-life carbon 
emissions 
of four deep 
energy retrofit 
scenarios with 
the status quo

1980s  3 SQ: Modelled
R: Modelled 
N: Out of the 
study scope

Structure 
Roof 
Envelope 
Doors  
Windows 
Interior walls 
Finishing 
HVAC 
Elevator 
Photovoltaic 
(PV)34 panels

A1-A5 
B4-B6 
C1-C4

60 years 
(for both 
SQ and R)

IDA-ICE35 One Click LCA 68% to 73% reduction 
in whole-life carbon 
emissions over various 
scenarios compared 
to the status quo

3.1.2 Brussels, 
Belgium

2018 Comparing  
retrofit  to 
complete 
demolition and 
new construction

1934 Existing:  
2 + 1 semi-
underground 
Retrofitted:  
3 + 1 semi-
underground

SQ: Actual
R: Actual
N: Modelled

Structure 
Roof  
(R: green roof) 
Envelope 
Doors  
Windows 
Interior walls 
Finishing

N: A1-A5 
R: B4  
N & R: 
B6, C1, 
C4 
(includes 
workers’ 
travel)

50 years 
(for both 
R & N)

Tool 
developed by 
the authors

Tool developed 
by the authors

Retrofitting has 57% 
lower embodied 
carbon emissions and 
lower overall emission 
than demolition and 
new construction.

32 SQ: Status quo, R: Retrofit, N: New building
33 See Figure 1 for life-cycle stages that can be included in an LCA study.
34 PV: Photovoltaic
35 IDA Indoor Climate and Energy (IDA ICE) is a building performance simulation tool [45]
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A.2.1 Low-rise Office Building Energy Retrofit, Norway  

A.2.1.1 Purpose of Assessment 

This case study involved a systematic study of a typical office building in Norway using LCA to evaluate embodied 
and operational emissions under different building retrofit scenarios [23]. While the comparison was limited in 
scope compared to this study (i.e., does not include demolition and new building comparisons), the results provide 
valuable insights into the largest contributors to carbon emission levels, including building operations, new 
materials and ventilation systems.

A.2.1.2	 Reference Building

The reference building was modelled as a three-storey office, built in the 1980s, similar to most existing office 
buildings in Norway. The study assumed the building characteristics and energy performance met the minimum 
requirements of the 1987 Norwegian building regulation, TEK 87, representing the same time period as the 
modelled reference building [49]. The building was assumed to have a rectangular geometry with a total floor area 
of 2,940 m2 and an internal volume of 9,062 m3 [50].  

Materials specified in the LCA model are listed in Table A-3. In the case of retrofit scenarios, only emissions from 
materials added to the existing buildings were considered.

Table A-3: Reference building’s material specifications used for the LCA case study

Project information

Location Norway

Year built Modelled after a building in 1987

Number of above-grade floors 3

Gross floor area above grade (m2) 3,000 

Project data sources Model stimulated in One Click LCA tool

Lifespan of the building 60 years 

Operational emissions Reference No. 

Building energy simulation model in a previous study [50]



WHOLE-LIFE CARBON EMISSIONS OF COMMERCIAL BUILDINGS: 
RETROFIT VERSUS DEMOLITION AND NEW CONSTRUCTION 

55csagroup.org

Building design

Foundation Ground foundation Base plate, 0.3 m generic concrete, 
reinforcement steel, gravel products

Frost insulation Expanded polystyrene insulation (EPS) 80

Vertical structure & facade Exterior wall structure 
and construction

Wooden stud work, mineral wool insulation 
with wind barrier, generic concrete for 
external wall, reinforcement steel

Envelope Exterior wall cladding Fibre cement board

Interior partition walls 
Non-load bearing Columns Generic mixed concrete, reinforcement steel

Ceilings Internal concrete wall with 
reinforcement and filler 

Mortar wall, generic mixed 
concrete, reinforcement steel

Floor finishes Timber-framed wall  13 mm plaster cast  
100 mm structural steel profile stud 
Mineral wool insulation board

Mechanical equipment Ventilation system Generic constant air volume (CAV)36 system

Heating system Generic radiator space heating (RSH) system

Hot water Generic electric boiler, 280 kW

Horizontal structure Floor towards ground EPS insulation, generic concrete, 
reinforcement steel, vapour barrier in 
plastic, mineral wool insulation

Floor separator Hollow core slab with mineral wool insulation, 
generic concrete, reinforced concrete, 
reinforced steel mineral wool insulation 

Floor paint Epoxy floor painting

Floor covering Linoleum covering

External roof Compact concrete, EPS and mineral wool 
insulation boards, vapour barrier plastic

Roof membrane External roof
Reinforced steel, double layer of 
asphalt roof membrane 

HVAC and heating 
supply system 

Constant air volume system for cooling 
and heating of ventilation air 
RSH radiator hydronic heating 
distribution system

36 Constant air volume (CAV) is a system of delivering conditioned air in a building. This system is often seen in older, smaller buildings and is less common in newer 
buildings [68].  
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A.2.1.3	 Demolition and New Construction Scenarios 

This case study did not include any demolition and new construction scenarios. Instead, it compared four retrofit 
scenarios with the status quo (i.e., the building continues operations without retrofit).

A.2.1.4	 Retrofit Scenario

The study considered four retrofit scenarios.

	• Scenario 1 
	• Operational energy upgrade: Norwegian Passive House (PH) Standard NS 3701 for non-residential buildings [51]
	• HVAC system: The same as the reference building, but with new waterborne radiators

	• Scenario 2 
	• Operational energy upgrade: The same as Scenario 1
	• HVAC systems: All air (AA)37 system equipped with a demand control ventilation (DCV)38 system

	• Scenario 3
	• Operational energy upgrade: Optimized energy and life-cycle cost (LCC) performance scenario identified in a 
previous study by the same authors [50]. This scenario was more energy efficient than the reference building, but  
did not reach the PH requirements.

	• HVAC systems: The same as the reference building, but with new waterborne radiators.

	• Scenario 4 
	• Operational energy upgrade: The same as Scenario 3 
	• HVAC systems: The same as Scenario 2

All four scenarios assumed that the façade, exterior windows and doors would be replaced, and insulation would 
be added to the ground floors, exterior walls and roofs. The first two scenarios had greater insulation thickness, 
meeting PH standard requirements, whereas the latter two did not meet PH and had less insulation. 

For heating energy, four scenarios were considered: district heating, a ground source heat pump (GSHP), an 
electric boiler, and a combination of GSHP and an electric boiler (60% of heating supplied by GSHP). 

A.2.1.5	 LCA Scope
	• Building elements: The case study disclosed the full material quantities of all elements in the reference building 
and retrofit scenarios, including the following:
	• Reference building: Foundation, horizontal and vertical structures, stairs, elevator shaft, envelope, exterior and 
internal door and windows, HVAC systems, interior walls, interior and exterior finishes 

	• Retrofit scenarios: Only additional quantities for the retrofit were included. For building components involved in the 
retrofit, the entire element was assumed to be replaced.

	• Building lifetime: 60 years (for both reference building and retrofitted building scenarios) 

	• Life-cycle stages:  
	• Included life-cycle stages: Product (A1-A3), construction (A4-A5), use-replacement and retrofit (B4-B5),  
operational energy use (B6), and end-of-life (C1-C4)  
(See Figure 1 for naming the life-cycle stages of the LCA studies.)

37 All air system is a sub-classification of an HVAC system. A central HVAC system may service one or more thermal zones. The medium used to provide the thermal 
energy classifies the system. A central HVAC system is classified as an all-air system, air-water system, all-water system, water source heat pump, and heating and 
cooling panels [68]. 

38 DCV is a system that adjusts airflow based on occupancy in a space. It is appropriate for buildings with unpredictable occupancy [68].
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A.2.1.6	 LCA Modelling

The LCA for this study was done using the web-based One Click LCA tool [20], which enabled an LCA that aligns 
with the Norwegian standard NS 3720:2018, Method for greenhouse gas calculations for buildings [24]. The data 
points used within the tool were mainly Norwegian EPDs, specifically for Norway or Nordic countries. Where local 
data was unavailable, data from other countries were used. 

Operational carbon emissions were also calculated in accordance with NS 3720. IDA ICE [52] was used to compute 
the energy use of the reference building and the four retrofit scenarios. The emissions factor for electricity was 
assumed to be 0.13 kg CO2 e/kWh, the expected average over 60 years based on a Norwegian and European supply 
mix [53]. For district heating, a factor of 0.0138 CO2 e/kWh was used based on public data from Norwegian district 
heating suppliers [54]. 

A.2.1.7	 Results

The LCA analysis revealed that 77% of the life-cycle emissions were from building operational energy use (B6), 
demonstrating the benefits of improving the energy performance of an existing building. The product stage (A1-A3) 
represented the next highest emission source, and was responsible for 16% of the total emissions of the building in 
this study.

Structural floors had the highest embodied carbon emissions in the reference building at approximately 27%, 
followed by the HVAC at 24%, about half of which was from system replacements at the end of their lifetimes. The 
service lives of the ventilation system, the heating system and the electric boiler were estimated at 50, 30 and 22 
years, respectively, and would eventually need to be replaced during the assumed 60-year life of the building.

Finished concrete had the highest emissions across all life-cycle stages, except for the replacement and retrofitting, 
where the ventilation systems had the highest impact.

In comparison to the reference building, the modelled retrofit scenarios did not show significant variations between 
each other. They showed an increase in embodied carbon emissions between 12% to 19% across the four 
scenarios. However, the operational emissions were estimated to be reduced by 69% to 73%, with a carbon 
payback period between four and five years, for all four scenarios. 

The study also compared the impact of various insulation materials on the total carbon emissions of the retrofit 
scenarios, including glass wool, rock wool, EPS, XPS, polyurethane foam, cellulose and vacuum insulated panel 
(VIP)39. The results showed that VIP had the highest and glass wool had the lowest impact (23.4% lower than VIP), 
followed by cellulose (25.1% lower than VIP). 

Of the four heating supply systems compared in the study, the district heating system had the lowest and electric 
boiler had the highest whole-life carbon emissions. However, these results can vary between different regions 
depending on the emission factors for the electricity grids and district heating systems. The district heating system 
also had the lowest embodied carbon emissions. However, the embodied carbon only included the emissions from 
installation of heating systems on the building site, and not the embodied carbon emissions from energy 
production and transportation to site.

39	 Vacuum insulated panel (VIP) is a highly insulated unit that is made of a microporous core material inside a multilayer foil envelope. The envelope is evacuated and 
sealed to create a vacuum inside the envelope [74].
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The authors also examined the impact of using two types of photovoltaic (PV) panels for the electrical energy supply 
in Scenario 1, including both operational and embodied carbon emissions. The models assumed that the panels 
supplied all the building's electrical energy requirements. Monocrystalline40 and polycrystalline41 panels showed an 
overall 39% and 44% carbon emissions reduction, with about 6 and 12 years of carbon payback period, respectively.  

A.2.2 Low-rise Office Building Energy Retrofit vs. Rebuilding, Belgium

A.2.2.1	 Purpose of Assessment

This case study used an LCA tool developed by the authors to compare the energy and carbon impacts of complete 
demolition and reconstruction to low-energy retrofitting of an existing building. This case study used data from an 
actual office retrofit in Brussels, Belgium, and compared it with a modelled demolition and new construction scenario.

A.2.2.2	Reference Building

The reference building was an office building built in 1934. Before the retrofit, the building had two levels above 
grade and a semi-underground level with a heated floor area of 756 m2.

Materials specified in the LCA model are listed in Table A-4. In the case of retrofit scenarios, only emissions from 
materials added to the existing buildings were considered.

Project information

Location Brussels, Belgium

Year built 1934

Number of above-grade floors 2

Number of below-grade floors 1 semi-underground 

Heated surface area (m2) 756 m2

Project data sources Architects A2M

Lifespan of the building 50 years 

Table A-4: Reference building’s material specifications used for the LCA case study

Operational emissions Reference No. 

Thermal insulation level K of the Belgian regulation [50]

40	 Monocrystalline panels are photovoltaic panels made from a single crystal of silicon [75].
41	 Polycrystalline panels are photovoltaic panels made from several silicon fragments melted together [75].
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Retrofit building design

Existing building Retained façade and envelope

Insulation  Existing walls 10 cm of PUR42  

Level 2, new walls 10 cm of PUR 

New slab 8 cm of PUR 

New roof 20 cm of mineral wool

Structure Stability Steel beam and columns
Metal rods to join façade

Windows Replaced Energy efficient triple-glazed

New building design 

Vertical structure and facade Exterior wall structure 
and construction   

190 mm concrete blocks
Insulation 100 mm PUR
Brick cladding 90 mm

42	 A rigid insulation foam made of polyurethane

A.2.2.3	 Demolition and New Construction Scenario

For the new construction model, the same thermal comfort level, heated floor area, number of floors, building 
envelope thermal performance, and ventilation system as the retrofit were assumed. The new construction was 
assumed to be more airtight than the retrofit, with an air change rate of 0.5 per hour versus 0.7 in the retrofit.

A.2.2.4	 Retrofit Scenario

The architectural aspects of the façade were maintained in the retrofitted building. A new floor, two service annexes – 
one on the ground floor and one on the roof – and a green roof were added. The new heated floor area became 1,012 m2.

The energy efficiency of the building was drastically improved by:
	• Adding polyurethane insulation to the internal skin of the envelope and the roof.
	• Separating the floor slabs from the existing façade to prevent thermal bridging.
	• Replacing windows with new energy-efficient triple-glazed windows.
	• Adding a new ventilation system with heat recovery.

Steel beams and columns were added to hold the floor slabs. The façade was also connected to this steel structure 
with metal rods. The interior spaces were reorganized to suit the functionality of a modern office building. 

A.2.2.5  LCA Scope
	• Building elements: External walls, floors, roofs, internal partitions, doors and windows. In the retrofit LCA, only 
elements that were removed or added to the buildings were included.

	• Building lifetime: 50 years, for both retrofit and new construction scenarios.

	• Life-cycle stages: Product (A1-A3), construction (A4-A5; A5 is only for new construction), retrofit (B5, only for the 
retrofit scenarios), operational energy use (B6), and end-of-life (C1, C4). See Table A-5  for the activities included 
in each life cycle stage.



WHOLE-LIFE CARBON EMISSIONS OF COMMERCIAL BUILDINGS: 
RETROFIT VERSUS DEMOLITION AND NEW CONSTRUCTION 

60csagroup.org

Table A-5: Activities included in each life cycle phase for the new construction and retrofit scenarios [7]

Life Cycle Phases Activities

Product (A1-A3) •	 Extraction of raw materials
•	 Transportation from the extraction site to the production plant
•	 Fabrication/transformation into construction products

Transportation (A4) •	 Transportation to the construction site 
•	 Transportation to the waste disposal site 

Construction (A5) •	 Home-to-work travel of workers
•	 Use of equipment
•	 Loss of 5% of the materials

Operational energy use (B6) •	 Space and water heating
•	 Space cooling 
•	 Lighting 

Demolition (C1) •	 Travel of workers from home to work and vice versa
•	 Use of equipment

Disposal (C4) •	 Impacts related to the landfill of dumped materials 

A.2.2.6	 LCA Modelling

The LCA tool the authors developed for a previous study was used, with some updates to enable the comparison 
between retrofit versus demolition and new construction [55]. The initial tool followed the ISO 14000 series [56] 
and used the following data sources:

	• Luxembourg Construction Portal: Building Technology and Innovation Resource Centre (CRTI-B) [57]

	• Leiden University: Institute of Environmental Sciences (CML) 2001 [58][59]

	• INIES France [59]

	• University of Bath: Inventory of Carbon and Energy (ICE) database [60]

	• Building for Environmental and Economic Sustainability (BEES) database [61]

The LCA tool sorted and summarized materials into four main categories – the finishing, the roof, the concrete 
structure and masonry, and the steel structure. For each of these four categories, the user could specify if and how 
the building would be demolished, replaced, or retrofitted, and the transport means and distances for both 
materials and workers. For operational carbon emissions, the Electricity Belgium mix, with a carbon intensity of 
0.33 kg CO2 e/kWh was used [55]. 

A.2.2.7	Results

This case study does not share the carbon emission values with the breakdown of the life-cycle stage, elements or 
material types. The study results are only presented in two graphs showing embodied energy impact (kWh/m2) and 
embodied carbon emissions (kg CO2 e/m2), and a table comparing the percentage difference of embodied carbon 
between retrofit and rebuild scenarios, broken down by life-cycle stages. 
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Space heating was the main contributor to operational energy use (B6) and had the highest carbon emissions 
within the whole life cycle of retrofit and rebuild scenarios. Its values were 1.9 and 0.7 times higher than all 
embodied carbon emissions in retrofit and rebuild scenarios, respectively. However, since the thermal insulation, 
ventilation system and thermal comfort levels were assumed to be the same between the retrofit and rebuild 
scenarios, emissions from space heating were similar in the two scenarios. 

Therefore, the variations between the whole-life carbon emissions of the two scenarios were due to the difference 
in the embodied carbon emissions. Retrofit showed 57% less embodied carbon than a complete demolition and 
new construction. 

In both scenarios, product stage (A1-A3) was the most significant contributor to embodied carbon emissions, 
followed by construction (A5). In the rebuild scenario, demolishing the existing building was the next most 
significant contributor. In the retrofit project, since most of the building was kept intact, the demolition represented 
a much smaller percentage of the embodied carbon emissions. 
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Appendix B – LCA Case Study – 
Assumptions and Sources for the 
Data Gaps in the Models 
Table B-1: Assumptions and sources for the data gaps in the mid-rise office LCA models, Vancouver

Operational emissions Reference No.

Gas intensity (GHGi) (kg CO2e/m2/yr) 3 [47]

Natural gas emissions factor (kg CO2e/kWh) 0.185 [62]

Electricity emissions factor (kg CO2e/kWh) 0.011 [62]

British Columbia grid intensity Varies annually [18]

Building design Reference No.

Structure Same as Toronto reference building Reference building 
data sources

Roof •	 Roof structure: Same as Toronto reference building
•	 Roof assembly: Vapour retarder, 152 mm polyisocyanurate insulation,  

51 mm mineral wool insulation, modified bituminous membrane, 
concrete paver finish

Reference building 
data sources  
[43]

Envelope •	 Double-glazed windows 
•	 Glass fiber reinforced concrete cladding, 127 mm mineral wool 

insulation, vapour self-adhered membrane, gypsum wall board,  
metal studs

[43]

•	 Window to wall ratio: 40% [63]

•	 Exterior doors: Same as Toronto reference building Reference building 
data sources

Interior partition walls 
Non-load bearing

Same as Toronto reference building Reference building 
data sources

Ceilings Same as Toronto reference building Reference building 
data sources

Floor finishes Same as Toronto reference building Reference building 
data sources

Mechanical equipment •	 Ground source heat pump, 441 kW (in lieu of an air source heat  
pump option in One Click LCA)

•	 Domestic hot water electric boiler, 85 kW 
•	 Air handling unit, with heat recovery through indirect liquid  

circulation heat recovery, 50,000 m3/h 

Reference building 
data sources
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Appendix B – LCA Case Study – 
Assumptions and Sources for the 
Data Gaps in the Models 

Building design Reference No.

Refrigerant •	 R-410A, 203 kg Advisory panel 
recommendation

Ventilation system Same as Toronto reference building Reference building 
data sources

Electrical system Same as Toronto reference building Reference building 
data sources

Plumbing system Same as Toronto reference building Reference building 
data sources

Other •	 All concrete mixes: British Columbia industry average concrete, general 
use cement, per strength class – Canadian industry average EPD

•	 CMU: Concrete masonry unit, normal weight, general use limestone 
cement, West Region – Canadian industry average EPD

•	 Concrete transportation distance (manufacturing to construction site): 
50 km

[20]

Reference building 
data sources

Table B-2: Assumptions and sources for the data gaps in the mid-rise office LCA models, Edmonton

Operational emissions Reference No.

Annual electricity energy demand (kWh/m2) 99 [64]

Annual natural gas energy demand (kWh/m2) 196 [64]

Natural gas emissions factor (kg CO2e/kWh) 0.18 [64]

Electricity emissions factor (kg CO2e/kWh) 0.585 [64]

Alberta grid intensity Varies annually [18]

Building design Reference No.

Structure Same as Toronto reference building Reference building 
data sources

Roof •	 Roof structure: Same as Toronto reference building
•	 Roof assembly: Metal deck structure, roof board, vapour retarder, 

R40 board insulation, membrane underlayment, 2-ply bituminous 
membrane roofing

Reference building 
data sources  
[10]

Envelope Same as Toronto reference building Reference building 
data sources

Interior partition walls 
Non-load bearing Same as Toronto reference building Reference building 

data sources

Ceilings Same as Toronto reference building Reference building 
data sources

Floor finishes Same as Toronto reference building Reference building 
data sources
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Building design Reference No.

Mechanical equipment •	 Natural gas boiler, 1,055 kW 
•	 Domestic hot water natural gas boiler, 85 kW 
•	 Air handling unit, with heat recovery through indirect liquid 

circulation heat recovery, 50,000 m3/h 
•	 Liquid chiller, 400 kW 

Reference building 
data sources

Refrigerant •	 R-134a, 70 kg Advisory panel 
recommendation

Ventilation system Same as Toronto reference building Reference building 
data sources

Electrical system Same as Toronto reference building Reference building 
data sources

Plumbing system Same as Toronto reference building Reference building 
data sources

Other •	 All concrete mixes: Alberta industry average concrete, general use 
cement, per strength class – Canadian industry average EPD

•	 CMU: Concrete masonry unit, normal weight, general use limestone 
cement, West Region – Canadian industry average EPD

•	 Concrete transportation distance (manufacturing 
to construction site): 50 km

[20]

Reference building 
data sources

Table B-3: Assumptions and sources for the data gaps in the high-rise office LCA models, Vancouver

Operational emissions Reference No.

Gas intensity (GHGi) (kg CO2e/m2/yr) 3 [47]

Natural gas emissions factor (kg CO2e/kWh) 0.185 [62]

Electricity emissions factor (kg CO2e/kWh) 0.011 [62]

British Columbia grid intensity Varies annually [18]

Building design Reference No.

Structure Same as Toronto reference building Reference building 
data sources

Roof Same as Toronto reference building Reference building 
data sources

Envelope Same as Toronto reference building Reference building 
data sources

Interior partition walls 
Non-load bearing Same as Toronto reference building Reference building 

data sources

Ceilings Same as Toronto reference building Reference building 
data sources
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Building design Reference No.

Floor finishes Same as Toronto reference building Reference building 
data sources

Mechanical equipment •	 Ground source heat pump, 2,268 kW (in lieu of an air source heat 
pump option in One Click LCA) 

•	 Domestic how water electric boiler, 380 kW 
•	 Air handling unit, with heat recovery through indirect liquid 

circulation heat recovery, 4 units x 50,000 m3/h 

Reference building 
data sources

Refrigerant •	 R-410A, 865 kg Advisory panel 
recommendation

Ventilation system Same as Toronto reference building Reference building 
data sources

Electrical system Same as Toronto reference building Reference building 
data sources

Plumbing system Same as Toronto reference building Reference building 
data sources

Other •	 All concrete mixes: British Columbia industry average concrete, 
general use cement, per strength class – Canadian industry  
average EPD

•	 Concrete transportation distance (manufacturing to construction 
site): 50 km

[20]

Reference building 
data sources

Table B-4: Assumptions and sources for the data gaps in the high-rise office LCA models, Edmonton

Operational emissions Reference No.
Annual electricity energy 
demand (kWh/m2) 99 [64]

Annual natural gas energy 
demand (kWh/m2) 196 [64]

Natural gas emissions factor  
(kg CO2e/kWh) 0.18 [64]

Electricity emissions factor  
(kg CO2e/kWh) 0.585 [64]

Alberta grid intensity Varies annually [18]

Building design Reference No.

Structure Same as Toronto reference building

100 mm polyisocyanurate insulation added to slab on grade

Reference building 
data sources
[10]

Roof Same as Toronto reference building Reference building 
data sources

Envelope Same as Toronto reference building Reference building 
data sources

Interior partition walls 
Non-load bearing Same as Toronto reference building Reference building 

data sources
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Building design Reference No.

Ceilings Same as Toronto reference building Reference building 
data sources

Floor finishes Same as Toronto reference building Reference building 
data sources

Mechanical equipment •	 Natural gas boiler, 4,748 kW 
•	 Domestic hot water natural gas boiler, 380 kW 
•	 Air handling unit, with heat recovery through indirect 

liquid circulation heat recovery, 4 units x 50,000 m3/h
•	 Liquid chiller, 1,800 kW  

Reference building 
data sources

Refrigerant •	 R-134a, 315 kg Advisory panel 
recommendation

Ventilation system Same as Toronto reference building Reference building 
data sources

Electrical system Same as Toronto reference building Reference building 
data sources

Plumbing system Same as Toronto reference building Reference building 
data sources

Other •	 All concrete mixes: Alberta industry average concrete, 
general use cement, per strength class – Canadian  
industry average EPD

•	 Concrete transportation distance (manufacturing to 
construction site): 50 km

[20]

Reference building 
data sources

Table B-5: Service life assumed in mid-rise and high-rise for LCA models, all cities

Building element Service life (One Click LCA service life assumed, unless noted below) Reference No.

Exterior walls 35 years [65]

Interior non-load 
bearing walls

•	 Gypsum: 30 years
•	 Insulation: 30 years
•	 Steel studs: 30 years
•	 Paint: 10 years

[65]

Roofing •	 Bitumen: 30 years
•	 Boards/membranes/barriers: 30 years 
•	 Concrete paving: 50 years

[65]
[65]
[66]

Floor and ceiling 
finishes

•	 Tiles (stone): 50 years
•	 Carpet: 5 years
•	 Concrete seal (epoxy coating): 10 years
•	 Acoustic/suspended ceiling (lay-in suspended ceiling): 25 years
•	 Gypsum wall board: 30 years 

[66]
[66]
[66]
[66]
[66]

Exterior doors 30 years [65]

Electricity installations 30 years [65]
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Table B-6: Key inputs in the One Click LCA Carbon Designer 3D tool for the mass-timber structure sensitivity analysis of the 
mid-rise office building in Toronto

Building element

Reference building Canada (ASHRAE 90.1, climate zones 5 & 6)

Gross floor area, including below-grade area (m2) 18,176

Reference study period (years) 60

Building type Office building

Number of above ground floors 6

Number of underground heated floors 0

Number of underground unheated floors 2

Building structure
Floor construction • Levels P2, P1, L1, L2: Reinforced concrete

• Levels L3-L6: Cross-laminated timber

Structural columns  
Max column spacing, 9m

• Levels P2, P1, L1: Reinforced concrete
• Levels L2-L6: Glulam

Structural beams 
Assuming CLT carries loads two-directionally for levels L2-L6

• Levels P2, P2, L1: Reinforced concrete

Building geometry and quantities

Building width (m) 52

Building length (m) 57

Building height (m) 26

Concrete slab floor area (m2) 8,627

CLT floor area (m2) 9,549

Concrete column length (m) 522

Glulam column length (m) 889

Concrete beam length (m) 2,289
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Appendix C – LCA Case Study – 
Results 
Table C-1: Whole-life: carbon emissions at the milestone climate target years for the mid-rise office building in Toronto

Scenario Emissions 2022 
(Beginning of life)

2030 2050 2083 
(End of life)

Total Emissions 
(kg CO2e/m2)

Retrofit Embodied 100% 60% 40% 38% 444 1,181
Operational 0% 38% 57% 59% 695
Refrigerant 0% 2% 3% 4% 42

Demolition and  
New Construction 

Embodied 100% 83% 65% 54% 875 1,612
Operational 0% 16% 33% 43% 695
Refrigerant 0% 1% 2% 3% 42

Retrofit vs. Demolition 
and New Construction -69% -57% -41% -27%

Table C-2: Whole-life carbon emissions at the milestone climate target years for the mid-rise office building in Vancouver

Scenario Emissions 2022 
(Beginning of life)

2030 2050 2083 
(End of life)

Total Emissions 
(kg CO2e/m2)

Retrofit Embodied 100% 72% 59% 58% 348 601
Operational 0% 19% 24% 23% 139
Refrigerant 0% 8% 17% 19% 114

Demolition and  
New Construction 

Embodied 100% 92% 83% 76% 784 1,037
Operational 0% 6% 10% 13% 139
Refrigerant 0% 2% 7% 11% 114

Retrofit vs. Demolition  
and New Construction -76% -70% -58% -42%

Table C-3: Whole-life emissions at the milestone climate target years for the mid-rise office building in Edmonton

Scenario Emissions 2022 
(Beginning of life)

2030 2050 2083 
(End of life)

Total Emissions 
(kg CO2e/m2)

Retrofit Embodied 100% 31% 14% 12% 456 3,893

Operational 0% 69% 85% 88% 3,410

Refrigerant 0% 1% 1% 1% 27

Demolition and  
New Construction 

Embodied 100% 62% 34% 23% 1,007 4,444

Operational 0% 38% 66% 77% 3,410

Refrigerant 0% 0% 1% 1% 27

Retrofit vs. Demolition  
and New Construction -73% -45% -23% -12%
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Table C-4: Whole-life emissions at the milestone climate target years for the high-rise office building in Toronto

Scenario Emissions 2022 
(Beginning of life)

2030 2050 2083 
(End of life)

Total Emissions 
(kg CO2e/m2)

Retrofit Embodied 100% 55% 36% 34% 381 1,113

Operational 0% 43% 61% 62% 695

Refrigerant 0% 2% 3% 3% 37
Demolition and  
New Construction 

Embodied 100% 72% 51% 43% 548 1,280

Operational 0% 27% 47% 54% 695

Refrigerant 0% 1% 2% 3% 37
Retrofit vs. Demolition  
and New Construction -52% -37% -22% -13%

Table C-5: Whole-life emissions at the milestone climate target years for the high-rise office building in Vancouver

Scenario Emissions 2022 
(Beginning of life)

2030 2050 2083 
(End of life)

Total Emissions 
(kg CO2e/m2)

Retrofit Embodied 100% 76% 63% 61% 373 607

Operational 0% 18% 24% 23% 139

Refrigerant 0% 6% 13% 16% 95
Demolition and  
New Construction 

Embodied 100% 86% 75% 69% 531 764

Operational 0% 10% 16% 18% 139

Refrigerant 0% 4% 9% 12% 95
Retrofit vs. Demolition  
and New Construction -51% -44% -32% -21%

Table C-6: Whole-life emissions at the milestone climate target years for the high-rise office building in Edmonton

Scenario Emissions 2022 
(Beginning of life)

2030 2050 2083 
(End of life)

Total Emissions 
(kg CO2e/m2)

Retrofit Embodied 100% 26% 12% 10% 389 3,823

Operational 0% 74% 87% 89% 3,410

Refrigerant 0% 1% 1% 1% 24

Demolition and  
New Construction 

Embodied 100% 45% 21% 15% 603 4,036

Operational 0% 55% 78% 84% 3,410

Refrigerant 0% 0% 1% 1% 24

Retrofit vs. Demolition  
and New Construction -58% -26% -11% -5%
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